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Project Reference Information Date: July 6, 2017  

Report # 9 Client Name: York University 
 

Project #: 2017025 

Site Address:  
4700 Keele Street, Toronto 

Project Name:  
Farquharson Life Science Renovation 
 

Reveal Designate:  
Jeff Lainsbury 
 

Contractor:  
Priestly Demolition 
 

Time of Arrival on Site: 
9:00 AM 
 

# of Workers:  
N/A 
 

 

Distribution List: 
Name Company Email 

Earnest Murdoch Gillam Group emurdoch@gillamgroup.com 

Adriano Morassutti York University adrianom@yorku.ca 

Devin Ricalis Priestly Demolition dricalis@priestly.ca 

 

Summary of Work in Progress 

Work in Progress Location 

Type 3 Visual Clearance North Corridor outside of 011 

Type 3 Air Monitoring Clearance North Corridor outside of 011 

  

  

 

Summary of Sample Collection Data 

Sample # Sample 
Type 

Description 
of Work 

Start 
Time 

Flow 
Rate 

(L/min) 

Sample 
Period 
(min) 

Air 
Volume 

(L) 

Result 
(Fibre/mL) 

001 Clearance No work in progress 9:08 AM 15 160 2400 <0.01 

002 Clearance No work in progress 9:08 AM 15 160 2400 <0.01 

003 Clearance No work in progress 9:08 AM 15 160 2400 <0.01 

        

        

☒ Reveal checked and calibrated the air sampling pump before and after air sample collection 
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Itemized Inspection Report Summary 

Item # Comments 

1.0 Air Monitoring 
1.1 All air samples have passed the clearance criteria stated in Ontario Regulation 278/05 for 

Type 3 work areas 

1.2 Verbal permission to begin teardown of site was provided by text message at 2:30 PM.   

2.0 Site Isolation 
2.1 Upper and lower seals remained intact during inspection 

3.0 Facilities & Equipment 
3.1 All equipment was removed from site prior to inspection except for two lights and an 

extension cord.  Equipment on site was clean and free of debris, and was covered in 
lockdown agent. 

4.0 Negative Air 
4.1 Two negative air units provided good negative air pressure.  Only the front 5 CM of units are 

inside the enclosure.  This portion of the units were clean and covered with lockdown agent. 

5.0 Waste 
5.1 All waste was removed from enclosure prior to this inspection 

6.0 Cleaning 
6.1 All horizontal surfaces were adequately cleaned.  Due to above ceiling congestion of ducts, 

pipes, and conduit, not all fireproofing could be removed.  Sprayed fireproofing overspray is 
present on concrete walls above ceiling.  All overspray was removed where accessible. 
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